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SIGNATURE:

The certificate information and validity could be checked by scanning the QR code below or logging in to
the website of the issuing authority, or on the website of the CNCA (www.cnca.gov.cn).

     

CERTIFICATE NO.: 2023010907532434

NAME AND ADDRESS OF THE APPLICANT
Delta Electronics, Inc.

No. 31-1, Xingbang Road, Shanding Village, Guishan District, Taoyuan City 333613, Taiwan , 
P.R.China 

NAME AND ADDRESS OF THE MANUFACTURER 
Delta Electronics, Inc.

No. 31-1, Xingbang Road, Shanding Village, Guishan District, Taoyuan City 333613, Taiwan , 
P.R.China

NAME AND LOCATION OF THE FACTORY 
Delta Electronics (Dongguan) Co., Ltd. Southwest Branch. 

No.33, Pantao Road, Shijie Town, Dongguan, Guangdong 523308, P. R. China 

PRODUCT NAME,MODEL AND SPECIFICATION
Switching Power Supply 

DRL-24V480W1ENX1X2, DRL-480Z24V1ENX1X2X3, DRF-24V480W1GBAX1X2, DRF-480Z24V1GBX1X2X3,
DRF-24V480W1GTAX1X2, DRF-480Z24V1GTX1X2X3 (DC output: 24V/20A) DRL-48V480W1ENX1X2,

DRL-480Z48V1ENX1X2X3, DRF-48V480W1GBAX1X2, DRF-480Z48V1GBX1X2X3, DRF-48V480W1GTAX1X2,
DRF-480Z48V1GTX1X2X3 (DC output: 48V/10A) (X1, X2 and X3 can be any alphanumeric character or blank) Input

200-240VAC, 5.6A, 50-60Hz Altitude up to 5000m(Sale without cord set) 

STANDARDS AND TECHNICAL REQUIREMENTS FOR THE PRODUCTS 
GB 17625.1-2022 Class A ;GB 4943.1-2022;GB/T 9254.1-2021 

This is to certify that the above mentioned product(s) complies with the requirements of 
implementation rules for compulsory certification(REFNO. CNCA-C09-01:2023). 

Valid from: Jan.23,2024  Valid until: Mar.26,2028
Date of original issued: Mar.27,2023
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DRL-24V480W1ENX1X2, DRL-480Z24V1ENX1X2X3,  
DRF-24V480W1GBAX1X2, DRF-480Z24V1GBX1X2X3,  
DRF-24V480W1GTAX1X2,DRF-480Z24V1GTX1X2X3 
DRL-48V480W1ENX1X2, DRL-480Z48V1ENX1X2X3, 
DRF-48V480W1GBAX1X2, DRF-480Z48V1GBX1X2X3,  
DRF-48V480W1GTAX1X2, DRF-480Z48V1GTX1X2X3 

200-240VAC, 5.6A, 50-60Hz;  
:24Vdc/20A DRL-24V480W1ENX1X2,  

DRL-480Z24V1ENX1X2X3, DRF-24V480W1GBAX1X2,  
DRF-480Z24V1GBX1X2X3, DRF-24V480W1GTAX1X2, 
DRF-480Z24V1GTX1X2X3  
48Vdc/10A( DRL-48V480W1ENX1X2, DRL-480Z48V1ENX1X2X3,  
DRF-48V480W1GBAX1X2, DRF-480Z48V1GBX1X2X3,  
DRF-48V480W1GTAX1X2, DRF-480Z48V1GTX1X2X3)(X1, X2 ,X3  
0-9  A-Z  

,  5000 ( ) 



Accredited by China National Accreditation Service for Conformity Assessment CNAS C001-P

SIGNATURE:

The certificate information and validity could be checked by scanning the QR code below or logging in to
the website of the issuing authority, or on the website of the CNCA (www.cnca.gov.cn).

     

CERTIFICATE NO.: 2024010907609808

NAME AND ADDRESS OF THE APPLICANT
Delta Electronics, Inc.

No. 31-1, Xingbang Road, Shanding Village, Guishan District, Taoyuan City 333613, Taiwan , 
P.R.China 

NAME AND ADDRESS OF THE MANUFACTURER 
Delta Electronics, Inc.

No. 31-1, Xingbang Road, Shanding Village, Guishan District, Taoyuan City 333613, Taiwan , 
P.R.China

NAME AND LOCATION OF THE FACTORY 
DELTA ELECTRONICS INDIA PRIVATE LIMITED - SEZ UNIT 

SY No. 16/1B2B Part & 16/1B2A Part, Plot No.1, Industrial Park, Kurubarapalli Village, Krishnagiri 
Dist, Tamil Nadu, 635115, India 

PRODUCT NAME,MODEL AND SPECIFICATION
Switching Power Supply 

See Appendix. Sale without cord set Altitude up to 5000m 

STANDARDS AND TECHNICAL REQUIREMENTS FOR THE PRODUCTS 
GB 17625.1-2022 (Class A) ;GB 4943.1-2022;GB/T 9254.1-2021 

This is to certify that the above mentioned product(s) complies with the requirements of 
implementation rules for compulsory certification(REFNO. CNCA-C09-01:2023). 

Valid from: Mar.07,2024  Valid until: Feb.27,2029
Date of original issued: Feb.29,2024
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DRL-24V480W1ENX1X2, DRL-480Z24V1ENX1X2X3,  
DRF-24V480W1GBAX1X2, DRF-480Z24V1GBX1X2X3,  
DRF-24V480W1GTAX1X2,DRF-480Z24V1GTX1X2X3 
DRL-48V480W1ENX1X2, DRL-480Z48V1ENX1X2X3, 
DRF-48V480W1GBAX1X2, DRF-480Z48V1GBX1X2X3,  
DRF-48V480W1GTAX1X2, DRF-480Z48V1GTX1X2X3 
Input:200-240VAC, 5.6A, 50-60Hz;  
Output:24Vdc/20A DRL-24V480W1ENX1X2,  
DRL-480Z24V1ENX1X2X3, DRF-24V480W1GBAX1X2,  
DRF-480Z24V1GBX1X2X3, DRF-24V480W1GTAX1X2, 
DRF-480Z24V1GTX1X2X3  
48Vdc/10A(DRL-48V480W1ENX1X2, DRL-480Z48V1ENX1X2X3,  
DRF-48V480W1GBAX1X2, DRF-480Z48V1GBX1X2X3,  
DRF-48V480W1GTAX1X2, DRF-480Z48V1GTX1X2X3),(X1, X2 and X3 can be
any alphanumeric character or blank) as for different market purpose, no impact on 
safety and EMC) Sale without cord set Altitude up to 5000m 


